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Sicherheits-

Magnetventile,

MV/4

MVD, MVD/5, 

MVDLE/5

6.20

Technik Anwendung

Zulassung
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MV/4, MV/5

MVD/5

MVDLE/5

°

° °

Technische Daten
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DN / Rp P
max.

[VA]
Typ

MV 205/4

MV 207/4

MV 210/4

MV 215/4

MV 220/4

MVD 203/5

MVD 205/5

MVD 207/5

MVD 207/5

MVD 210/5

MVD 215/5

MVD 215/5

MVD 220/5

MVD 225/5

MVDLE 203/5

MVDLE 205/5

MVDLE 207/5

MVDLE 210/5

MVDLE 215/5

MVDLE 215/5

MVDLE 220/5

MVDLE 225/5

MVD 503/5

MVD 505/5

MVD 507/5

MVD 510/5

MVD 515/5

MVD 520/5

MVD 525/5

MVDLE 503/5

MVDLE 505/5

MVDLE 507/5

MVDLE 510/5

MVDLE 515/5

MVDLE 520/5

MVD 2040/5

MVD 2040/5

MVD 2050/5

MVD 2065/5

MVD 2080/5

MVD 2100/5

MVDLE 2040/5

MVDLE 2040/5

MVDLE 2050/5

MVDLE 2065/5

MVDLE 2080/5

MVDLE 2100/5

MVD 5040/5

MVD 5050/5

MVD 5065/5

MVD 5080/5

MVD 5100/5

MVDLE 5040/5

MVDLE 5050/5

Einbaumaße [mm] Ge-

wicht

[kg]
zeit

fecø a db

I
max.

~ (AC)

 230 V

p
max. Magnet

Nr.

Best.-Nr.



4 … 6

Einbaumaße [mm] 

MV 205 - 220/4 *

MVD 203 - 525/5, 

MVDLE 2020/5 - 5100/5

Einbaumaße [mm] 

MV 5100/5 - MVD 2200

MV 5125 S

MV 5150 S

Einbaumaße [mm]DN / Rp P
max. 

[VA]* 
Ge-

wicht

[kg]

zeit

feca db g

I
max.

~(AC) 

230 V

[A] **

Typ

MV 5125/5 S

MV 5150/5 S

MVD 2100/5

MVD 5100/5

MVD 2125/5

MVD 5125/5

MVD 2150/5

MVD 5150/5

MVD 2200

p
max.

Best.-

Nr.

Mag.

Nr. 

h
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Typ MVD…/5 Typ MVDLE/5

6

5

4

3

2

1

78

p2p1

9

10

8

7

p2p1

Gasart

]

f =

°

Funktion

°
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Sicherheits-

Magnetventile,

MV/4

MVD, MVD/5,

MVDLE/5

Hausadresse

Karl Dungs GmbH & Co. KG  

Siemensstraße 6-10   

D-73660 Urbach, Germany

Telefon +49 (0)7181-804-0

Telefax +49 (0)7181-804-166

Briefadresse

Karl Dungs GmbH & Co. KG

Postfach 12 29

D-73602 Schorndorf, Germany

e-mail info@dungs.com

Internet www.dungs.com


